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derating
absolute maximum ratings
input Voltage
• 0 to 40 VDC continuous
Lead soldering temperature (10 sec per lead)
• 300°C
storage temperature range (case)
• –55°C to +135°C
isolation
• 100 megohm minimum at 500 V
• Any pin to case (except case pin)
recommended operating conditions
input Voltage range
• 0 to 40 VDC continuous
case operating temperature (tc)
• –55°C to +85°C full power
• –55°C to +125°C absolute
input Voltage
Derate linearly from 100% at 85°C case to
the 33 VDC at 125°C case
input ripple current
Derate linearly from 100% at 85°C case to
the following at 125°C case
270 mA rms FM-461
400 mA rms FMA-461
480 mA rms FMB-461
Dc input and output current
Derate linearly from 100% at 85°C case to
the following at 125°C case
750 mA FM-461
1.7 A FMA-461
1.7 A FMB-461
x2
0.1 F
0.01F
0.001F
4.7 F
150 
47 pF
1000 pF
50 
1000 pF
500 V
Positive
Input
Input
Common
Positive
Output
Output
Common
FM-461
469 H
2.4 H
FIgure 1: SCheMaTIC
Electrical Characteristics: 25°C Tc, nominal Vin, unless otherwise specified.
Note
1. Typical applications result in Vout within 2% of Vin.
FM-461
FMA-461
FMB-461
uNITS
paraMeTer
CoNDITIoNS
MIN Typ MaX MIN Typ MaX MIN Typ MaX
INpuT VoLTage
CoNTINuouS
0
28
40 0
28
40 0
28
40
VDC
INpuT CLaMpINg VoLTage
-55°C
38.9 43.2 47.5
42.3 47.0 51.7
44.9 49.9 54.8
38.9 43.2 47.5
42.3 47.0 51.7
44.9 49.9 54.8
38.9 43.2 47.5
42.3 47.0 51.7
44.9 49.9 54.8
VDC
+25°C
+125°C
INpuT CurreNT
DC
—
—
1.75
—
—
0.67
—
—
3.8
—
—
1.0
—
—
5.0
—
—
1.2
A
A rms
rIppLe
NoISe rejeCTIoN
15 kHz To 50 MHz
—
40
— —
40
— —
40
—
dB
DC reSISTaNCe
(rDC)
STeaDy STaTe
— 0.38 0.42 0.07 0.10 0.15 0.07 0.09 0.10
Ω
CapaCITaNCe
aNy pIN To CaSe
1900 — 2200 3700 — 4400 6450 — 8000
pF
ouTpuT VoLTage1
STeaDy STaTe
VoUT = VIN - IIN(RDC)
VDC
ouTpuT CurreNT
STeaDy STaTe
—
—
1.75 —
—
3.8 —
—
5.0
A
power DISSIpaTIoN
MaX CurreNT
—
—
1.3 —
—
1.6 —
—
2.5
W
FM-461, FMA-461
AND FMB-461
1.75 To 5 AMP
eMI INpuT FILTerS
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	Ähnliche Teilenummer - FM-461



	
	Hersteller	Teilenummer	Datenblatt	Bauteilbeschribung
	

Interpoint Corporation ...	
FM-461
	


197Kb / 11P	   EMI INPUT FILTERS 28 VOLT INPUT

	
FM-461F/ES
	


197Kb / 11P	   EMI INPUT FILTERS 28 VOLT INPUT
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	Ähnliche Beschreibung - FM-461



	
	Hersteller	Teilenummer	Datenblatt	Bauteilbeschribung
	

Interpoint Corporation ...	
FME270-461
	


920Kb / 11P	   Attenuation to 50 dB at 500 kHz Operating temperature -55째 to 125째C

	
FMD28-461
	


807Kb / 8P	   Attenuation to 50 dB at 500 kHz Up to 7 A throughput current

	
FMCE-1528
	


1Mb / 13P	   Attenuation to 70 dB at 500 kHz, typical Transient rating -0.5 to 80 V for 1 second

	

MICORO CRYSTAL SWITZERL...	
MCSO6
	


278Kb / 2P	   From 10 kHz up to 155 MHz

	
MCSO2
	


319Kb / 2P	   From 10 kHz up to 225 MHz

	
MCSO1
	


415Kb / 2P	   From 10 kHz up to 225 MHz

	

Interpoint Corporation ...	
FMCE-0328
	


1Mb / 10P	   Attenuation to 60 db at 500 kHz, typical Operating temperature -55째 to 125째C

	
FMCE-0528
	


934Kb / 10P	   Attenuation to 60 dB at 500 kHz, typical Operating temperature -55째 to 125째C

	
FMCE-0828
	


1Mb / 11P	   Attenuation to 60 dB at 500 kHz, typical MIL-STD-461C CE03

	

M/A-COM Technology Solu...	
MAATCC0008
	


707Kb / 6P	   Attenuation: 1.0 dB steps to 15 dB
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