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1.10 Super capacitors ﬁtted with pressure valves
HV series super capacitors are ﬁtted with pressure valves Make an opening in the top of the pressure valve to avoid any
damage to the super capacitor when the pressure valve is in use. Allow at least a 2mm opening for models with a diameter
of φ18mm or less, and at least a 3mm opening for models with a diameter of φ22mm.
2. Mounting
2.1 Mounting onto a reﬂow furnace
Except for the FC series, it is not possible to mount this capacitor onto an IR / VPS reﬂow furnace. Do not immerse the
capacitor into a soldering dip tank.
2.2 Flow soldering conditions
Keep solder under 260 ℃ and soldering time to within 10 seconds when using the ﬂow automatic soldering method. (Except
for the FC and HV series)
2.3 Installation using a soldering iron
Care must be taken to prevent the soldering iron from touching other parts when soldering. Keep the tip of the soldering iron
under 400 ℃ and soldering time to within 3 seconds. Always make sure that the temperature of the tip is controlled. Internal
capacitor resistance is likely to increase if the terminals are overheated.
2.4 Lead terminal processing
Do not attempt to bend or polish the capacitor terminals with sand paper etc. Soldering may not be possible if the metallic
plating is removed from the top of the terminals.
2.5 Cleaning, Coating, and Potting
Except for the FM series, cleaning, coating, and potting must not be carried out. Consult us if this type of procedure is
necessary.
Terminals should be dried at less than the maximum operating temperature after cleaning.
3. Storage
3.1 Temperature and Humidity
Make sure that the super capacitor is stored according to the following conditions: Temp.: 5∼35 ℃ (Standard 25), Humidity:
20∼70% (Standard: 50%). Do not allow the build up of condensation through sudden temperature change.
3.2 Environment conditions
Make sure that there are no corrosive gasses like sulfur dioxide as penetration of the lead terminals is possible.
Always store this item in an area with low dust and dirt levels.
Make sure that the packaging will not be deformed through heavy loading, movement and/or knocks.
Keep out of direct sunlight, and away from radiation, static electricity, and magnetic ﬁelds.
3.3 Maximum storage period
This item may be stored up to one year from the date of delivery if stored at the conditions stated above.
This product should be safe to use even after being stored for over a 1 year period. However, depending on the storage
conditions, we recommend that the soldering is checked.
4. Dismantling
There is a small amount of electrolyte stored within thecapacitor. Do not attempt to dismantle as direct skin contact with the
electrolyte will cause burning.
This product should be treated as industrial waste and not is not to be disposed of by ﬁre.
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Kemet Corporation	
FM0H224ZF
	


53Kb / 1P	   Supercapacitors, Radial Molded, Commercial Grade, FM, 0.22 F, -20/80%, 5.5 V, Wire Leads, Lead Spacing = 5mm
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Illinois Capacitor, Inc...	
305DCN2R7Q
	


404Kb / 2P	   Super Capacitors

	
106DCR2R3SGU
	


172Kb / 2P	   Radial Leaded Super Capacitors

	
105DER2R5SFN
	


261Kb / 3P	   Radial Leaded Super Capacitors

	

Taiyo Yuden (U.S.A.), I...	
EMK105SD152KV-F
	


311Kb / 2P	   Super Low Distortion Multilayer Ceramic Capacitors

	

List of Unclassifed Man...	
CLG04P050L28
	


907Kb / 26P	   Super Capacitors To Improve Power Performance.

	

Taiyo Yuden (U.S.A.), I...	
UMK107SD272KA-T
	


312Kb / 2P	   Super Low Distortion Multilayer Ceramic Capacitors (CFCAP(TM))

	
TMK316SD104KL-T
	


312Kb / 2P	   Super Low Distortion Multilayer Ceramic Capacitors (CFCAP(TM))

	
TMK316SD563KF-T
	


312Kb / 2P	   Super Low Distortion Multilayer Ceramic Capacitors (CFCAP(TM))

	
UMK107SD102KA-T
	


313Kb / 2P	   Super Low Distortion Multilayer Ceramic Capacitors (CFCAP(TM))

	
UMK212SD472KD-T
	


312Kb / 2P	   Super Low Distortion Multilayer Ceramic Capacitors (CFCAP(TM))
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