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Two-Way Power Divider
10 - 2000 MHz
DS-/DSS-313
V2.00
Features
Fully Hermetic Package
0.6 dB Typical Midband Loss
28 dB Typical Midband Isolation
1.2:1 Typical Midband VSWR
MIL-STD-202 Screening Available
Guaranteed Speciﬁcations* (From - 55°C to + 85°C)
Part Number
DS-313
DSS-313
Frequency Range
10-2000 MHz
10 - 2000 MHz
Insertion Loss (Less Coupling)
20-1000 MHz
1.1
1.1 dB Max.
10 - 1500 MHz
1.3
1.3 dB Max
1500 - 2000 MHz
1.8
1.8 dB Max.
Isolation
20 - 1000 MHz
23
22 dB Min.
10 - 1500 MHz
18
18 dB Min.
1500 - 2000 MHz
12
12 dB Min.
Amplitude Balance
20 - 1000 MHz
0.3
0.3 dB Max.
10 - 1500 MHz
0.4
0.4 dB Max.
1500 - 2000 MHz
0.6
0.6 dB Max.
Phase Balance
20 - 1000 MHz
4°
5° Max.
10 - 1500 MHz
6°
8° Max.
1500 - 2000 MHz
8°
11° Max.
VSWR(All Ports)
20 - 1000 MHz
1.5
1.5 Max.
10 - 1500 MHz
1.6
1.6 Max.
1500 - 2000 MHz
1.8
1.8 Max.
Operating Characteristics
Impedance
50 Ohms Nominal
Maximum Power Rating or Input Power
250 mW Max.
Internal Load Dissipation
50 mW Max.
*All speciﬁcations apply with 50 ohm source and load impedance.
Pin Conﬁguration
Case and all other pins are ground.
FP-2
Part Number
DS-313
DSS-313
Σ
P1
P1
Output C
P4
P2
Output D
P8
P4
q
q
q
q
q
1
23
4
5
67
8
PIN 0.015 DIA
±0.005
(0.038
±0.13)
8 PLACES
0.312 MIN TYP
(7.9 MIN)
0.385
± 0.020
(9.8
± 0.5)
0.080 (2.0)
0.100 (2.5)
0.250 (6.3)
0.350 (8.9)
0.51
(12.9
±0.5)
0.150 MAX
(3.8 MAX)
0.060 (1.5)
Dimensions in ( ) are in mm.
Unless Otherwise Noted: .xxx = ±0.010 (.xx = ±0.25)
.xx = ±0.02 (.x = ±0.5)
WEIGHT (APPROX.): 0.09 OUNCES 2.5 GRAMS
SF-1
Dimensions in ( ) are in mm.
Unless Otherwise Noted: .xxx = ±0.010 (.xx = ±0.25)
WEIGHT (APPROX.): 0.07 OUNCES 2 GRAMS
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M/A-COM Technology Solu...	
DSS-313
	


73Kb / 3P	   Two-Way Power Divider, 10 - 2000 MHz

	
DSS-313
	


528Kb / 4P	   Two-Way Power Divider

	
DSS-313PIN
	


73Kb / 3P	   Two-Way Power Divider, 10 - 2000 MHz
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M/A-COM Technology Solu...	
DSS-313
	


73Kb / 3P	   Two-Way Power Divider, 10 - 2000 MHz

	

Tyco Electronics	
PD10-0042-S
	


16Kb / 1P	   Two-Way In-Phase Power Divider 10-2000 MHz

	
DS-332
	


117Kb / 2P	   Two-Way Power Divider 1000 - 2000 MHz

	
DS-409-4
	


141Kb / 2P	   Four-Way Power Divider 10 - 2000 MHz

	

M/A-COM Technology Solu...	
DS-409-4
	


77Kb / 2P	   Four -Way Power Divider, 10 - 2000 MHz

	

Tyco Electronics	
T-1000
	


126Kb / 1P	   Two-Way Power Divider 10 - 1000 MHz

	

M/A-COM Technology Solu...	
DS-319
	


76Kb / 3P	   Two-Way Power Divider, 10 - 500 MHz

	

Tyco Electronics	
DS-109319
	


80Kb / 2P	   Two-Way Power Divider 10 - 500 MHz

	

M/A-COM Technology Solu...	
T-1000
	


63Kb / 2P	   Two-Way Power Divider, 10 - 1000 MHz

	

Tyco Electronics	
PD10-0040-S
	


15Kb / 1P	   Two-Way Power Divider 10 - 500 MHz







More results






	

	

	



Html Pages



 1

 2





Datenblatt Download
 












	Link URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Privatsphäre und Datenschutz

	ALLDATASHEETDE.COM



	
War ALLDATASHEET hilfreich?  [ DONATE ] 

	
Über Alldatasheet   |  
Werbung   |   

Kontakt   |  
Privatsphäre und Datenschutz   |   

Linktausch   |  
Hersteller

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










